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Minnesota Pollution Control Agency

Air Quality

520 Lafayette Road

St. Paul, MN 55155-4194
Permit Application Form  EC-07
PAINTING/COATING OPERATIONs CALCULATION
12/2000

-
Use this form to calculate emissions from painting and coating operations.

-
Attach sheets to show all calculations, and duplicate this form for each booth/operation or attach sheets with equivalent information.

-
If the painting/coating operation emits Hazardous Air Pollutants (HAPs), fill out Forms EC-13A 

1)
AQ Facility ID No.:
     

2)
Facility Name:
     

3)
Emission Unit Identification Number(s):  
     

4)
Stack/Vent Designation Number(s):
     

5) 
Control Equipment I.D. Number(s):
     

6)
Application Method:
     

7)
Number of Spray Ports in the Booth:
   

8)
Oven Curing, if applicable:
Number of Ovens:
  


Oven Fuels (if fuel fired):
     


Total Maximum Rated Heat Input of Ovens:
     
MMBTU/hr

9)
Coating Information (attach additional pages if necessary):

9a)
9b)
9c)
9d)

Identify Coating
VOC Content
Solid Content
Density


(lb/gal)
(lb/gal)
(lb/gal)

1       
     
     
     

2       
     
     
     

3       
     
     
     

4       
     
     
     

5       
     
     
     

6       
     
     
     

7       
     
     
     

8       
     
     
     

10) 
Maximum Coating Application Rate:
     

11)
Minimum Transfer Efficiency (%):
     

12)
Potential-to-Emit and Maximum Hourly Allowable Emissions Calculations Summary:

12a)
12b)
12c)
12d)
12e)
12f)
12g)
12h)
12i)
12j)

Pollutant
Maximum VOC Content
Maximum Solids Content
Maximum Emissions 

Pollution Control Efficiency (overall)
Maximum Controlled Emissions
Hourly emission rate allowed by State Rule or federal regulation
Actual Emissions


(tons/yr)
(lbs/gal)
(lbs/gal)
(lbs/hr)
(tons/yr)
(%)
(lbs/hr)
(tons/yr)

(tons/yr)


PM/PM10

     
     
     
     
     
     
     
     


VOC
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